
TUBE-RAY 
® 

Manufactured of Cast Iron 

LOW-RAY 
® 

Manufactured of Cast Iron 

Air Vent Tap 

Front View Rear View 
Left End Sections 18” or 24” Intermediate Sections 24” Right End Sections 12” or 24” Panel 18” or 24” 

Side View 

2 ½” 

9 ⅞” 

Center leg section furnished on 30 section and larger. 

Tappings- Top 1” Bottom 1 ¼”. All Air Vents Tappings ⅛”. 

Heating surface based upon the standard heat emission 

of 240 BTU per square foot per hour. Maximum working 

pressure; 15lb steam, 30lb water. 

23-13/16” 2-7/16” 1-1/16” 2-1/2” 6-7/16” 25” 6X25 

23-13/16” 21-7/16” 1-1/16” 2-1/2” 4-1/16” 25” 4X25 

17-13/16” 15-7/16” 1-1/16” 2-1/2” 4-15/16” 19” 4X19 

H F E D B&C A Size 

E

H

B

F

A

D

C

90 84 78 72 66 60 54 48 42 36 30 24 18 12 6 Tube - 25” High 

60 56 52 48 44 40 36 32 28 24 20 16 12 8 4 Tube - 25” High 

48.0 44.8 41.6 38.4 35.2 32.0 28.8 25.6 22.4 19.2 16.0 12.8 9.6 6.4 
Sq. Ft.  EDR- Estimated 

4 Tube - 19” High 

52 ½” 49” 45 ½” 42” 38 ½” 35” 31 ½” 28” 24 ½” 21” 17 ½” 14” 10 ½” 7” Length in 1 ¾”/ Section 

30 28 26 24 22 20 18 16 14 12 10 8 6 4 Size in Sections 
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*Measurements are approximate, please call us if you need exact specifications* 
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